RI-FORMER MODULAR DIAGNOSTIC STATION

The modular diagnostic station can be individually combined according to requirements and the room situation, it is variably extendable to the right and the left.

• 31800 RI-Former Diagnostic station 3.5-230V 50/60 Hz-standard (include 2 handle oto and ophthalmo head, ear specula dispenser, clock)
• 31801 RI-Former Diagnostic station 3.5-230V 50/60 Hz-large (include 31800 + sphygmomanometer)  "available on request 120V - 50/60 Hz"

MODULAR DIAGNOSTIC STATION - LED

• 31802 Basic diagnostic station 1 handle 3.5 - 230V 50/60 Hz
• 31810 Extension module 1 handle
• 31811 Ri-scope L2 otoscope head - Led 3.5V
• 31812 Ri-scope L1 otoscope head - Xenon 3.5V
• 31813 Ri-scope L1 ophthalmoscope head - Xenon 3.5V
• 31814 Ri-scope retinoscope head - Xenon 3.5V
• 31815 Ri-scope dermatoscope head - Led 3.5V
• 31817 Ri-scope L1, L2, ear speculum Ø 2.5 mm - autoclavable 134°C
• 31818 Ri-scope L1, L2, ear speculum Ø 4 mm - autoclavable 134°C
• 31820 Ri-spec ear specula dispenser - specula not included
• 31822 Sphygmomanometer with basket
• 31823 Ri-thermo N infrared thermometer with 40 covers
• 31824 Probe cover for 31823 - box of 100 - spare
• 31825 Xenon L1 otoscope bulb 3.5V - spare
• 31826 Xenon ophthalmoscope L1, L2, L3 bulb 3.5V - spare

"Available on request 120V - 50/60 Hz  "box of 10

RI-SCOPe® L: LED + Li-ion BATTERIES

- Suitable for pneumatic test (supplied without ball).
- C handle runs Li-ion batteries, not included.
- Supplied in deluxe hard case with one spare lamp, 4 reusable ear specula and 3 disposable ear specula.
- Spare ear speculum: use above 31817-31819 (autoclavable) or 31485 to 31499 (disposable) page 220.

• 31832 RI-SCOPe L2 LED OTOSCOPE - 3.5 V
- The newest generation ri-scope®L otoscopes with optical glass and reduced reflection combines excellent optical properties and unparalleled performance with the reliability and efficiency of LED/lithium-ion technology.
  - optimal beaming and transmission of the light.
  - bi-directional swivelling, sealing optical glass 3X

RI-FORMER® THE MODULAR DIAGNOSTIC STATION 3.5V