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BIPOLAR CABLES FOR MAJOR BRANDS 

NON-STICK BIPOLAR FORCEPS
Thanks to new Ag-Tech non-stick technology, the forceps 
stay clean, virtually eliminating the need for cleaning during 

coagulation. A tip material with excellent thermal properties 
prevents the sticking of tissues. The non-stick effect is 
permanent and will not reduce with the use of forceps.
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CONNECTION
Our forceps are 

provided with a standard 
European connection 

enabling their use with GIMA 
Diatermo and electrosurgery 

units from the main European 
manufacturers.

Multilingual instruction:
GB, FR, IT, ES, PT, DE, GR.

UNIVERSAL HIGH QUALITY INSULATED BIPOLAR FORCEPS

EUROPEAN NON-STICK BIPOLAR FORCEPS

1639

US CONNECTOR BIPOLAR FORCEPS

	30460 	STRAIGHT	 EU	 15	 6“	 STRAIGHT	 1 mm
	30461	 STRAIGHT	 EU	 18	 7”	 STRAIGHT	 1 mm
	30462	 STRAIGHT	 EU	 20	 7¾”	 STRAIGHT	 1 mm
	30464	 STRAIGHT	 EU	 18	 7”	 ANGLED	 1 mm
	30465	 STRAIGHT	 EU	 20	 7¾”	 ANGLED	 1 mm
	30468	 BAYONET	 EU	 18	 7”	 STRAIGHT	 1 mm
	30469	 BAYONET	 EU	 20	 7¾”	 STRAIGHT	 1 mm
	30472	 JEWELER	 EU	 11.5	 4.5”	 STRAIGHT	 0.7 mm
	30473	 JEWELER	 EU	 11.5	 4.5”	 ANGLED	 0.7 mm
	30474	 ADSON	 EU	 12.1	 4¾”	 STRAIGHT	 1 mm
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FOOTSWITCHES AND BOARDS

DISPOSABLE BIPOLAR FORCEPS - VALLEYLAB CABLE
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30645 BINNER EU 22 cm 8½” ANGLED ENT -
30646 BINNER EU 18 cm 7” STRAIGHT ENT -
30647 BINNER EU 18 cm 7” ANGLED ENT -
30648 BINNER EU 19 cm 7⅜” ANGLED 45° ENT -
30650 STRAIGHT EU 18 cm 7” STRAIGHT GENERAL 1 mm round points
30656 STRAIGHT with irrigation EU 18 cm 7” STRAIGHT GENERAL 1 mm round points
30651 STRAIGHT EU 20 cm 7¾” STRAIGHT GENERAL 1 mm round points
30658 STRAIGHT EU 20 cm 7¾” STRAIGHT GENERAL 2 mm round points
30652 STRAIGHT EU 18 cm 7” ANGLED GENERAL 1 mm round points
30653 STRAIGHT EU 20 cm 7¾” ANGLED GENERAL 1 mm round points
30657 BAYONET EU 16.5 cm 6½” STRAIGHT GENERAL 1 mm round points
30654 BAYONET EU 18 cm 7” STRAIGHT GENERAL 1 mm round points
30655 BAYONET EU 20 cm 7¾” STRAIGHT GENERAL 1 mm round points
30659 BAYONET EU 22 cm 8¾” STRAIGHT GENERAL 1 mm round points
30663 BAYONET EU 24 cm 9½” STRAIGHT GENERAL 1 mm round points
30660 STRAIGHT EU 18 cm 7” ANGLED GENERAL 0.3 mm points
30661 STRAIGHT EU 18 cm 7” STRAIGHT GENERAL 0.3 mm points
30662 STRAIGHT EU 20 cm 7¾” STRAIGHT GENERAL 0.3 mm points
30664 ADSON EU 12.1 cm 6” STRAIGHT GENERAL 1 mm round points
30665 JEWELER 5 EU 11.5 cm 4½” STRAIGHT OPHTHALMIC/MICRO 0.25 mm points
30666 JEWELER 5 EU 11.5 cm 4½” ANGLED OPHTHALMIC/MICRO 0.25 mm points
30667 STRAIGHT EU 15 cm 6” STRAIGHT OPHTHALMIC/MICRO 0.5 mm points
30668 STRAIGHT EU 15 cm 6” ANGLED OPHTHALMIC/MICRO 0.5 mm points
30669 Mc PHERSON EU 10.2 cm 4” STRAIGHT OPHTHALMIC/MICRO 0.5 mm points
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30620 ADSON US 12.1 cm 4¾” GENERAL/PLASTIC 1 mm round points
30621 SEMKIN US 14 cm 5½” GENERAL/PLASTIC 0.5 mm points
30622 CUSHING US 15.9 cm 6¼” GENERAL/PLASTIC 1 mm round points
30623 JANSEN BAYONET US 17.8 cm 7” GENERAL/PLASTIC 1 mm round points


