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TECHNICAL SPECIFICATIONS
Material: plastic, metal, glass, synthetic leather Field of view: 16D lens: 43°, 20D lens: 53°, 30D lens: 63°
Optical system: aspherical illumination distance Brightness control: continuous between 3 and 100% (boost: 100 to 245%)
Illuminance: 560 lux at 400 mm distance

1380 lux at 400 mm distance with Boost mode
Vertical adjustment:
Battery:

between -4° and +7° 
internal Lithium polymer battery

Colour temperature: 3000 K Average working time: up to 8 hours
Colour rendering index (CRI): min. 90 Charging time: 1. 5 hours
LED average life: > 60,000 hours Input: USB 2.0 Type C, 5 V, 1.2 A
Working distance: 400 mm Power consumption: 6 W
Illuminated field: large spot: 400 mm distance Ø 62.5 ± 2.5 mm

medium spot: 400 mm distance Ø 33 ± 2 mm
small spot: 400 mm distance Ø 16.5 ± 1.5 mm

Size - weight: 
Packaging size:
Norms:

320x300x200 mm - 475 g 
255x190x410 mm
93/42/EEC, EU 2017/745 -  Class I

Adjustable focus wheel allows to accomodate 
for variable ear canal lengths and farsighted eyes 
a full view of the tympanic membrane 

Practical, 
cable-free 
headband 
maintenance-
free and easy 
to disinfect 
thanks to 
smooth 
surface.

Ultralight lithium polymer
battery operating time of 
up to 8 hours depending on 
illumination intensity.

Best possible 3D imaging for any pupil 
size and peripheral views thanks to the 
Stereoscopic Adjustment Technology

Yellow, blue or 
red-free filter 
to adjust to 
diagnostic needs

Intuitive locking of the optics unit simply 
adjust height, distance and angle

Up to 20 % 
better view in 

media opacities 
with visionboost. 
From 3 to 100 %, 
or even up to 245 

% for cataract 
examinations

Aperture 
selection lever
HEINE diffusor, 
small, medium 
and large spot

High 
durability 

due to the 
sealed optics 

unit
Better view 
due to non-

reflective front 
glass optimized 
for our unique, 

maintenance-free 
LedHQ

WELCH ALLYN MACROVIEW™ OTOSCOPE

DIGITAL WI-FI & USB IRISCOPE WITH SOFTWARE AND CHINREST

HEINE OMEGA® 600 HIGH-END LEDHQ INDIRECT OPHTHALMOSCOPE

• 32100 MACROVIEW™ HEAD - 23810
• 32101 LITHIUM ION HANDLE WITH AC CHARGING MODULE 
3.5 V - 71902
This otoscope features advanced optics that increase 
magnification while giving a nearly full view of the tympanic 
membrane - virtually eliminating the need for panning. With 
its easy-to-focus eyepiece, MacroView allows for enhanced 
visualization to help see past wax, locate fluid behind the 
eardrum, and even perform exams without your glasses.
- twice the field of view
- 30% greater magnification than a traditional otoscope
- better clarity and definition of landmarks
- ability to adjust focus for variable ear canal lengths or 
farsighted eyes
• 32106 KLEENSPEC® ADULT DISPOSABLE EAR SPECULA 
4.25 mm - box of 850 pcs - 52434-UB
• 32105 KLEENSPEC® PEDIATRIC DISPOSABLE EAR SPECULA 
2.75 mm - box of 850 pcs - 52432-UB
• 32135 SPARE HALOGEN BULB - 3.5 V - 06500 U

32100

32101

31755

Default focus position
(the dot and the line)

Insufflation port for 
pneumatic otoscopy

Tip grip ensures 
ear specula is 

fastened securely 
and easily di-

sposed
Advanced optics 
give you 2X the field 
of view and 30% 
greater magnification 
than a conventional 
otoscope

• 32179 DIGITAL WI-FI IRISCOPE with software and stand
Innovative handheld colour digital iriscope with Wi-Fi wireless 
transmission. Small, easy to operate, light and portable. 
2 adjustable white LEDs and 2 adjustable yellow LEDs. 
It can be used with all the most popular smartphones, tablet 
and even PC. 
Iridology professional software (USB mode only) compatible 
with Windows 7, 8, 10, 11, available in GB, IT. 
Not medical 
device. 

Lithium-ion 
handle with AC 
charger module 
compatible with 

all Welch Allyn 
instrument heads 

3.5 V

*only by USB mode

Omega 600 is a binocular lightweight high-end indirect 
ophthalmoscope which provides best optics, sharpest image and 
reliable colours. Possibility to explore the whole retina, including 
the far periphery, and to have better diagnostic due to unique 
visionBOOST function. VisionBOOST allows to safely increase 
illumination of the device above the regular light intensity, 
providing up to 20% more details of the observed area, especially 
in patients with ocular media opacities like cataracts. Features:
- sharpest fundus image due to superior glass optics
- brightest fundus image with true colour rendering thanks to 
unique LEDHQ

- best 3D imaging due to unique Stereoscopic Adjustment Technology 
in dilated and undilated pupils, even with premature and newborns
- ergonomic positioning of controls and levers
- adaptable for right and left users
- flip-up function for more convenient patient interactions 
- robust design made of high quality materials
- compact lithium battery
- electronics integrated in the headband
- best wearing comfort
- latex free.
Supplied with battery, +2D eyepiece, E4-USBC power 
supply with cable, eyepiece 0D and multilingual manual: 
GB, FR, IT, ES, PT, DE, NL, SE, DK, NO, FI.

• 31755 HEINE OMEGA 600 LED INDIRECT OPHTHALMOSCOPE - C-008.33.610
Durable faux 
leather padding
Comfortable and 
easy to disinfect

STANDARD ACCESSORIES
USB AC adapter USB cable
Ring Chinrest
Quick manual: GB, IT
Software for Windows 7, 8, 10, 11 (GB, IT)

TECHNICAL SPECIFICATIONS
Magnification: 30x
Camera: CMOS 1/2.7"
Light source: 2 white leds and 2 yellow leds
LED system: 3.2 V/20 ma
Resolution: 5 Mpixel in USB mode
Lens: high definition microscopy lens
Frame rate: 15 frames/second (1280x1024), 30 frames/second (640x480) 320x240
Power supply: Li-ion battery, DC 5.0V/1A
Working time: continuous working, 2 hours fully charged
Power consumption: 2.5 W
Size - weight: Ø 36x142 mm - 88 g

Resolution: 5 Mpixel*32179


